AlIR ISO 5599/1 VALVES - SIZE 1 AND 2

WORK VALVE 1SO 5599/1 TAILLE 1 E 2

PHEOMATIC EQUIPMENT VALVOLE ISO 5599/1 TAGLIA 1 E 2

COILS 22mm CONNECTORS

BOBINE 22mm CONNECTEUR

BOBINE 22mm CONNETTORI

power / consommation /assorbimento

CODE Tension Rated Inrush CODE

BO4011024 24 VDC 3w AR40696 STANDARD

BO4012024 24 VAC 5VA 7,5VA VX0014 LED 24V

BO4012110 110 VAC 5VA 7,5VA VX0015 LED 110V

BO4012220 220 VAC 5VA 7,5VA VX0016 LED 220V
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VX0017 LED+VDR
VX0018 LED+VDR
VX0019 LED+VDR
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VX0027 STANDARD

VX0028 LED 24V

VX0029 LED 110V

VX0030 LED 220V
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COILS 30mm
BOBINE 30mm
BOBINE 30mm
power / consommation /assorbimento
CODE Tension Rated Inrush
BO4021024 24 \VDC 2W
BO4022024 24 VAC 5VA 9VA
BO4022110 110 VAC 5VA 9VA
BO4020220 220 VAC 5VA 9VA
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VX0031 LED+VDR

VX0032 LED+VDR

VX0033 LED+VDR

VALVE ISO 5599/1 TAILLE 1 E 2 / VALVOLE ISO 5599/1 TAGLIA T E 2

ISO 5599/1 VALVES - SIZE 1 AND 2
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